
Bulletin: 12508

AFFECTED VEHICLES: 

PEUGEOT 308 (T9) II 1.2 THP 110 HNZ (EB2DT) - fabriqué entre le 2013 

PEUGEOT 308 (T9) SW II 1.2 THP 130 HNY (EB2DTS) - fabriqué entre le 2014 

PEUGEOT 308 (T9) II 1.2 VTi 72 HMZ (EB2F) - fabriqué entre le 2013 

PEUGEOT 308 (T9) II 1.6 5FV (EP6DT) - fabriqué entre le 2013 

PEUGEOT 308 (T9) SW II 1.6 BlueHDi 100 BHY (DV6FD) - fabriqué entre le 2014 

PEUGEOT 308 (T9) II 1.6 BlueHDi 120 BHZ (DV6FC) - fabriqué entre le 2013 

PEUGEOT 308 (T9) II 1.6 GTi 5GN (EP6FDTR) - fabriqué entre le 2015 

PEUGEOT 308 (T9) II 1.6 HDi 9HC (DV6C) - fabriqué entre le 2013 

PEUGEOT 308 (T9) II 1.6 HDi 100 BHY (DV6FD) - fabriqué entre le 2014 

PEUGEOT 308 (T9) SW II 1.6 HDi 115 BHZ (DV6FC) - fabriqué entre le 2014 

PEUGEOT 308 (T9) SW II 1.6 THP 155 5FV (EP6DT) - fabriqué entre le 2014 

Symptom 

P2137 - Faulty accelerator pedal signal: Coherence with the other accelerator pedal signal. 
P2138 - Faulty accelerator pedal signal. Voltage correlation. 
P1627 - Engine control unit: internal defect. 
P1632 - Smart alternator faults sensor. Faulty circuit. 
Fault codes recorded in the engine control unit. 
The vehicle displays one or several previous fault codes. 
- Improper operation of the Start/Stop system. 
- It is not possible to activate the speed limit. 
- Lack of engine power. 
- Jerks when accelerating. 
- Engine vacuum. 
- Engine warning light (MIL) on. 

NOTE: This technical note only affects those vehicles that are within a specific manufacturing date. 



Cause 

Faulty signal from the accelerator pedal caused by the front windscreen wiper motor. 

Solution 

The information provided in this bulletin is only a recommendation of the procedures to be followed and it cannot replace at any time neither the 
diagnosis nor the professional judgement of the repairer. Grup Eina Digital Ltd. will not accept any liability for any possible damages caused directly 
or indirectly from the use of the information in this bulletin.      
copyright c‐2015 Grup Eina Digital 

Repair procedure: 
- Read the fault codes recorded in the engine control unit using the diagnostic tool. 
- Confirm that one or several of the fault codes that appear in the field symptoms of this bulletin are 
displayed. 
- Confirm that the symptoms that appear in the field symptom of this bulletin are displayed. 
- Check the reference of the windscreen wiper motor in order to confirm that it is within the affected 
units. 
- Replace the front windscreen wiper motor with a modified version. 
- Clear the fault codes recorded in the engine control unit using the diagnostic tool. 
- Carry out a second fault code reading of the engine control unit (ECU) using the diagnostic tool and 
confirm that the fault codes that appear in the field symptoms are NOT recorded. 

For further information, contact your usual technical consultant. 
For spare parts consult your usual distributor. 

NOTE: If the fault codes that are displayed in the diagnosis are different from the one that appears in 
the field symptoms of this bulletin, they should be dealt with individually. 

See image 1: 
A -Location of the windscreen wiper motor. 




